EWR Runway Selection Chart

You must add 13 degrees to the wind direction given in the surface observation before using

this charts (Magnetic Variation)
Maximum Allowable Wind Velocities in Knots - Including Gusts

RWY 29 should not be used for departure unless the wind is 20 knots or more - including gusts

DRY RUNWAYS RUNWAYS NOT DRY
Wind Direction Degrees| RWY 4 | RWY 11 | RWY 22 | RWY 29 || Wind Direction Degrees| RWY 4 | RWY 11 | RWY 22 | RWY 29
Magnetic Magnetic

010 40kts | 20kts 6 kts 21 kts 010 30kts | 15kts 16 kts
020 58kts | 20kts 5 kis 20 kts 020 44kts | 15kts 15 kts
030 60+kts | 21kts 5 kts 20 kts 030 60+kts | 16kts 15 kts
040 60+kts | 23 kis 5 kts 20 kts 040 60+kts | 17kts

050 60+kts | 26kts 5 kts 14 kts 050 60+kts | 19kts

060 58kts | 28kts 5 kts 10 kts 060 44kts | 21kts

070 40kts | 3lkts 6 kts 7 kts 070 30kts | 23 kis

080 31kts | 40kts 7 kts 6 kts 080 23kts | 30kts

090 28kts | 58kts | 10kts 5kts 090 21kts | 44kis

100 26kts | 60+kts | 14 kts 5kts 100 19kts | 60+kts

110 23kts | 60+kts | 20kts 5kts 110 17kts | 60+kis

120 21kts | 60+kts | 20 ks 5kts 120 16kts | 60+kts | 15kts

130 20kts | 58kts | 20kts 5 kts 130 15kts | 44kts | 15kts

140 20kts | 40kts | 21kt 6 kts 140 15kts | 30kis | 16kts

150 20kts | 31kts | 23kis 7 kts 150 23kts | 17kts

160 l4kts | 28kts | 26kts | 10kts 160 21kts | 19kts

170 10kts | 26kts | 28kts | 14kis 170 19kts | 21kts

180 7 kts 23kts | 31kis | 20kts 180 17kts | 23kts

190 6 kts 21kts | 40kis | 20kts 190 16kts | 30kts | 15kts







