
BERMUDA AIRPORT RPORT 
  

TOWERTOWER 
 

Runway Selection Guide 
 

Wind Direction Runway 

0-4 Any Depart 30 
Land 30 

5+ 
030-209 Depart 12 

Land 12 

210-029 Depart 30 
Land 30 

 

Any Any Regardless of wind speed/direction, when the ceiling is below 420’ or visibility is 
less than 1 nm, TXKF is CLOSED. 

 

IFR Operations 
1) Releases 

Releases from Bermuda (L.F Wade Intl) are requested per aircraft unless New York Center permits blanket 
releases. 
 

2) Separation 
The standard departure separation technique to use is anticipated radar separation. Only use timed separation if 
the pilot requests it. 
 

3) Radar 
This tower uses DBRITE radar only and is not certified for any approach control services. 
By agreement with New York Center, this tower will not radar identify departing IFR aircraft and will instruct a 
departure to contact departure control once the aircraft appears to be clear of any traffic. 

 
4) No DP Headings 

For departures NOT on a DP issue the following headings: 
 
Runway Heading 
12 RWY HDG 
30 RWY HDG 

 
5) Missed Approaches 

Runway Heading Altitude 
12 RWY HDG 1,500’ 
30 RWY HDG 1,500’ 

 
Coordinate with departure control as soon as possible. Handoff to departure control when traffic is not a factor. 

 




















